WRT4542 AND WRT4842 SERIES

WO0O0D-BURNING FIREPLACES
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WRT4542 AND WRT4842 SERIES

I~ =
S S
— Product Reference Information Product Reference Information =
g Cat. No Models Shipping Shipping Cat. No. | PureFire™ Models | STPPIng Shipping = PFS °
— -No. Weight |  Volume - No. Weight |  Volume g c uUs
\E F0622 | WRT4542RS 570 Ib. 131.5cu. ft. F0632 WRT4842RS 575 Ib. 131.5cu. ft. &
< = Report No. F09-095
: F0628 | WRT4542WS 570 Ib. 131.5 cu. ft. F0634 WRT4842RH 5751b. 131.5 cu. ft. B
§ F0623 | WRT4542RH 570 Ib. 131.5 cu. ft. g ZSI;ggecpoliszr';etlforb]euenndzaerslgeﬂ;;?Uafgggg
g F0629 | WRT4542WH | 5701 | 1315cu.ft "5 e e e o e
Qt -~ ANSIZ21.60,721.84 or Z21.11.2 standards.
Clearances to Combustibles Mantel Clearances
Description Min. Clearance
Back and sides of fireplace 1-1/2 (38)* Side View , )
Ceiling 42 (1067) c“ﬁ‘a"l:fi';‘;'e
Front of fireplace 48 (1220) 12 1/4 (312)
Floor 0(0)**
P icul II't i 18 (457
erpendicular wall to opening 8 (457) ? Mantel Safe Zone for
Top spacers 0(0) 6 (153) Projection of
Chimney outer pipe surface 2 (51) Ref. Combustible Materials
* Not required at nailing flanges
** See step 2 of Framing in the Installation and Operation Manual Non- Combustible
- 3 (77) Nom: Material Below
8 Top Spacer
% Side Wall Clearances ’{§ \
. 1-1/2 (38) I ‘
=
S Top View Firehox 21(534) Max.
QL Min. |
o 11-1/2 (292) )/
18 (457) Min. T 1‘[ T
3(77) L
Max. Upper Section
SAFE ZONE of Fireplace
7
33° 4-1/2 n
(115) /
Fireplace Opening
Min. to Perpendicular___| Combustible Material
Side Wall 18 (457) 'V'“g:o’:l““ngg"aF Inches (millimeters)
Typical
Return l\)lfpf
Elbow set. Return
Installation Elbow Return
Offset Elbow
Elbow Offset
6' (1.8 M) 6'(1.8 M) .
Max. Max. gellmg
Venting upport Pipe
= Uses Standard (12DM) and g‘;‘“’“ Return 125-12DM 6 (1.8 M)
9= Hi-Temp (12HT) Wood-Burning w Elbow Max.
S Chimney. For Canada Use 12HT
> Chimney 6- (18 M)
Max. Offset Offset
Elbow Elbow

Offset
Elbow
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6' (1.8 M)
Max.
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